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1. FIELD OF APPLICATION  
 
This Company specification applies to the technical requirements for heavy fuel oil, produced by 
primary and secondary crude oil processing, and is intended for use as fuel for stationary and 
process combustion equipment. 
 
 
2. SPECIFICATION REQUIREMENTS AND TEST METHODS 
 

No
. 

PROPERTIES STANDARD 
REQUIREMENT 

TEST METHOD 

1. Kinematic viscosity at 80°С, mm2/s (corresponding to 
arbitrary viscosity by Engler), °Е), not more than 

115 (15) ASTM D 445-88 
(BSS 1766-74) 

2. **Ash, wt. %, not more than 0.14 EN ISO 6245-99 
3. Sulfur, wt. %, not more than 3.5 ASTM D 4294-95 
4. Water soluble acids and hydroxides negative BSS 5252-84 
5. Water content, wt. %, not more than   ASTM D 95-90 
6. Mechanical impurities, wt. %, not more than 1.0* ASTM D 473-95 
7. Pouring temperature, ºC, not higher than 25 ISO 3016-94 
8. Flash point in open cup, ºC, not lower than 110 ASTM D 92-97 
9. **Specific combustion heat (lower), MJ/Kg, not lower 

than 
39.8 ASTM D 4809-95 

10. Density at 15 ºC, g/cm3 not more than  1.025 EN ISO 3675-98 
 
* the combined value of the parameters 5+6 must not exceed 1.0 wt. % 
 
** parameters 2 and 9 are guaranteed by the manufacturer. They are determined on a regular 

basis, but not less frequently than: 
Parameter 2 - once monthly; 
Parameter 9 - once weekly. 

 
3. ACCEPTING AND SAMPLING PROCEDURES 
 

3.1 Sampling is carried out according to BSS ISO 3170-98. 
 
 
 
 
 
IN FORCE AS OF: 
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4. PACKAGING, LABELING, STORAGE AND TRANSPORT 
 
Packaging, labeling, storage, and transport of heavy fuel oil is carried out according to BSS 11035-
81. 
 
 
5. DOCUMENTATION 
 

5.1. Each batch of Heavy Fuel Oil, intended for delivery must be accompanied by a Quality 
Certificate, stating the following: 
• Name of the manufacturing company; 
• Name of the product; 
• Tank number; 
• Date of manufacture; 
• Quality Certificate number and date of issue;  
• Test results under Section 2; 
• Signature of the Head of Laboratory; 
• FTS 1.12:2001;  
• The ОК symbol. 

 

5.2. Each lorry tank must be accompanied by a ticket (computer print outs), which must 
contain the following data: 
• Name of the product; 
• Tank name; 
• Quality Certificate number and date of issue; 
• Number of the lorry tank, the ticket is valid for; 
• FTS 1.12:2001. 

END 
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