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1. FIELD OF APPLICATION  
This Company Specification applies to automotive fuels, intended for use in Diesel engines, which 
are produced by blending of distillate fractions from primary and secondary crude oil processing. 
Addition of grafts is admissible. 
 
2. ASSORTMENT  
The following grades of Diesel engine fuels have been established: 

1) Summer (S) - manufactured from 16 March through to 30 September, 
2) Autumn (A) - manufactured from 01 October through to 15 November; 
3) Winter (W) - manufactured from 16 November through to 15 March.  

Depending on the sulfur content, each of the grades falls within one of the groups listed below 
Group I - with sulfur content, not more than 0.2 %; 
Group II - with sulfur content, not more than 0.3 %. 

 
3. SPECIFICATION REQUIREMENTS AND TEST METHODS 

3.1 Diesel fuels must conform to the requirements, specified in the Table below 
 
 
 

TABLE  — Specification Requirements and Test Methods 
 

PROPERTIES STANDARD REQUIREMENTS TEST METHOD 
 S A W  

1. Density at 1 5°С, g/cm3, To be determined. Not 
standardized. 

BSS EN ISO 3675 
EN ISO 12185-96 

2. Cetane index, not less than * 45 45 45 Standard of Economic 
Assistance Council 

2877-81 
3. Cetane index, not lower than 45 45 45 ISO 4264-96 
4. Distillation range, ºC    BSS EN ISO 3405 

- 50 vol. % recovered at temperature, 
not higher than 

 
300 

 
300 

 
280 

 

- 90 vol. % recovered at temperature, 
not higher than 

 
360 

 
360 

 
345 

 

- 95 vol. % recovered at temperature, 
not higher than 

 
- 

 
- 

 
360 

 

5. Kinematic viscosity at 20°С, mm2/s. From 2,5
to 8.0 

From 2,5
to 8.0 

From 2,5 
 to 8.0 

BSS ISO 3104 

     
 
 
IN FORCE AS OF: 
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PROPERTIES STANDARD REQUIREMENTS TEST METHOD 
 S A W  

6. Acidity, mg КОН/ 100cm3 of product, not 
more than  

5 5 5 BSS 1752-88 

7. Ash, %, not more than 0.02 0.02 0.02 BSS EN ISO 6245 
8. Sulfur, %, not more than **    ASTMD 4294-95 

- Group I 0.20 0.20 0.20 BSS EN ISO 8754 
- Group II 0.30 0.30 0.30  

9. Hydrogen sulfide test negative BSS 5579-70 
10. Copper strip corrosion (3hrs at 50°С), 

bale, not more than 2 BSS ISO 2160 

11 Water soluble acids and hydroxides none BSS 5252-84 
12. Flash point in a closed cup, °С, not lower 

than 
50 50 50 BSS EN 22719 

13. Carbon residue at 10 % distillation, %, 
not more than 

0.20 0.20 0.20 ISO 6615-93 

14. Cold filter plugging point (CFPP), °С, not 
higher than 

- Minus 8 Minus 15 EN 116-97 

15. Freezing point, °С, not higher than* 0 Minus 12 Minus 20 BSS 1751-70 
16. Clouding point, °С, not higher than - 0 Minus 5 BSS EN 23015 
17. Oxidation stability, 

- total insoluble matter, g/m3, not more 
than 

25 25 25 BSS 17197-94 

18. Mechanical impurities and water, vol. %, 
not more than 

0.05 0.05 0.05 ASTM D 2709-96 

19. Aromatic hydrocarbons, %, not more 
than  *,*** 

35 35 35 BSS 17231-91 

 
* Guaranteed by the manufacturer. Measured on a regular basis, but not less frequently than once a month. 
 
** Other test methods for sulfur determination are permissible, provided that those satisfy the requirements for 

precision of the determination undertaken. The arbitrary analysis is according to BSS 7105-453. 
 
*** Other test methods for aromatic hydrocarbon determination are permissible, provided those afford results, 

comparable to those, obtained by the methods under BSS 17231-91 and satisfy the precision requirements 
for the determination undertaken. The arbitrary analysis is according to BSS 17231-91. 
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4. ACCEPTING AND SAMPLING PROCEDURES 

4.1 Accepting of Diesel fuel is carried out by individual batches (as per BSS 11035-81, 
item.2.1) 

4.2 Sampling is carried out according to BSS ISO 3170.  
 
5. DOCUMENTATION 
 

5.1. Each separate batch of gasoil, Diesel fuel intended for delivery must be accompanied by a 
Quality Certificate, stating the following: 
1) Name of the manufacturing company;  
2) Name of the product;  
3) Tank number;  
4) Date of manufacture; 
5) Test results according to Section 2;  
6) Signature of the Head of the Laboratory; 
7) FTS 

 
5.2 Each lorry tank must be accompanied by a ticket (computer print outs), including the 

following data: 
1) Name of the product; 
2) Tank number; 
3) Quality Certificate number and date of issue;  
4) Number of the lorry tank the ticket is valid for; 
5) FTS 

 
 
 
 

END 
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