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1. FIELD OF APPLICATION  
This Company specification applies to gasoil, produced from crude oil distillate fractions. It is 
intended for use as fuel for industrial, technological and domestic boilers, furnaces, equipment and 
heaters operating with pressure control fuel supply. This fuel is not intended for use for heaters 
operating by gravity control fuel supply. 
 
2. SPECIFICATION REQUIREMENTS AND TEST METHODS 

2.1 The industrial and public purposed gasoil must conform to the requirements, specified in 
the Table below 

 
TABLE — SPECIFICATION REQUIREMENTS AND TEST METHODS 

 
PROPERTIES STANDARD 

REQUIREMENTS 
TEST METHOD 

1. Density at 20°C, kg/m3 To be determined, 
not standardized 

BSS EN ISO 3675  
EN ISO12185-96 

2. Distillation range  BSS EN ISO 3405 
- 10 vol. % recovered at temperature, 

°С, not lower than 
180  

- 75 vol. % recovered at temperature, 
°С, not lower than 

360  

3. Kinematic viscosity at 20 ºC mm2/s, 5.0 - 11.0 BSS ISO 3104 
4. Sulfur, %, not more than  1.25 ASTM D 4294-95 
5. Flash point in closed cup, ºC, not 

lower than 
60 BSS EN 22719 

6. Freezing point, °С, not lower than  BSS 1751-70 
- Summer Not standardized  
- Winter Minus 10  
7. Ash, %, not more than 0.02 BSS EN ISO 6245 
8. Coke residue, %, not more than  0.15 ISO 6615-93 
9. Water, vol. %, not more than 0.05 ASTM D 95-90 
10. Mechanical impurities, %q not more 

than 
0.1 GOST (Russian State Standard) 

6370-83 
11. Specific heat of combustion (lower), 

MJ/kg, not lower than 
41.868 ASTM D 4809-95 

12. Color identification Red Visual  
 
* Depressor agent is admissible 
** Guaranteed by the manufacturing facility. Determined on a regular basis. 
 
Note: Other test methods for sulfur determination are permissible, provided that those satisfy the requirements for 

precision of the determination undertaken. The arbitrary analysis is according to BSS 7105-83 
 
Seasons: Summer - from 16th March to 31st October; Winter - from 1st November to 15th March 
 
 
 
IN FORCE AS OF: 
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3. ACCEPTING AND SAMPLING PROCEDURES 
 

3.1 Accepting of Diesel fuel is carried out by individual batches (as per BSS 11035 -81, 
item.2.1). 

3.2 Sampling is carried out according to BSS ISO 3170 
 
4. PACKAGING, LABELING, STORAGE AND TRANSPORTATION  
 
Packaging, labeling, storage and transportation of gasoil must be according to the BSS 11035-81. 
Each individual package must be labeled with a “flammable” symbol. 
 
5. DOCUMENTATION 
 

5.1 Each separate batch of gasoil intended for delivery must be accompanied by a Quality 
Certificate, stating the following: 
1) Name of the manufacturing company;  
2) Name of the product;  
3) Tank number;  
4) Date of manufacturing; 
5) Test results according to Section 2; 
6) Signature of the Head of the Laboratory; 
7) FTS 

 
5.2 Each lorry tank must be accompanied by a ticket (computer print outs), including the 

following data: 
1) Name of the product; 
2) Tank number; 
3) Quality Certificate number and date of issue;  
4) Number of the lorry tank the ticket is valid for; 
5) FTS 
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